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Proiect Description: 

The project consists of the construction of eight 8-unit apartment buildings on North 
Main Street in the Town of Evans, New York. The site consists of 14.4 acres ofland. The 
proposed project will be contained to the approximately 6.1 acres located between North Main 
Street and the sanitary sewer easement. 

The site contains one federally regulated wetland area that has been delineated by a 
wetland biologist. This area has been deliberately avoided during the design of the project. 

Water Supply System: 

The potable water needs shall be met by a new tap on the existing 6" municipal water 
main on North Main Street. MCE has contacted the Erie County Water Authority to find that the 
main has a static pressure of 80 psi and adequate flow to service the proposed development. 
Construction, inspection and testing of the new water service will be in conformance with all 
applicable Town, County, AWWA, New York State Health Department, and the "Ten State" 
standards. 

The water line will be protected by a Reduced Pressure Zone (RPZ) device to be located 
inside of a hot box structure in accordance with Erie County Water Authority and New York 
State Department of Health standards. Details of the RPZ installation are shown on the MCE 
detail sheets. 

Sanitary Sewer System: 

The sanitary sewers will be connected to the existing sanitary sewer which traverses the 
site. As shown on the design plans, all sanitary sewer piping shall be SDR-35 PVC pipe. 
Construction, inspection and testing will be in conformance with all Town, Erie County Sewer 
District, and "Ten State" standards. Details of the sanitary sewer installation are shown on the 
MCE plan, profile and detail sheets. 



Storm Drainage System: 

Drainage of surface water runoff will be accomplished via a proposed network consisting 
of roof gutters and downspouts, and a storm drainage system utilizing catch basins, and piping. 

The stormwater management system is designed to collect rainwater from the pavement 
areas and directs the water to a pretreatment chamber before entering a wet detention pond and 
ultimately through an outlet control structure to discharge. The pond will have a controlled 
discharge, which was calculated to be less than or equal to the predevelopment discharge 
volumes. The controlled discharge will flow overland through the existing swale and ultimately 
into Big Sister Creek. 

In accordance with the green infrastructure requirements of the New York State 
Department of Environmental Conservation's Stormwater General Permit, two grass lined 
swales also provide pretreatment and filtration of stormwater prior to discharge. The grass lined 
swales consist of a gentle sloping open swale designed to slow the water flow and filter 
sediments from the stormwater. The grass lined swales were designed in general conformance 
with New York State Department of Environmental Conservation Stormwater Management 
Design Manual Section 5. 9. 

A "Notice of Intent" will be submitted to the NYSDEC prior to construction. Complete 
drainage calculations are included in the SWPPP report. 




